CBCO2GR

screw terminal block 1 level feed-through,
2.5 mm2, grey

Flexible wire

Code CBCO2GR
Type CBC.2/GR
Colour grey
Function/Type Feed-through
Rated cross-section 2.5mm?

0.2-4 mm?

Rigid wire

0.2-4 mm?

Wire with ferrule - ferrule type

2.5 mm?2 - WP25/14

Maximum voltage AC/DC 1000 V

Maximum current (rated cross-section) 24 Anom./ 37 A max.

Caliber
—
Maximum voltage AC/DC 600 V

Maximum current (rated cross-section) 20A/24A

Section (min-max) 20-12 (AWG)

Tightening torque value (UL) 3.51b.in

Maximum voltage AC/DC 500V
Maximum current (rated cross-section) 24 A

D ' . D Operating temperature Min/Max -40°C/+110°C
Rated impulse withstand voltage / pollution degree 12kv/3
Insulation stripping length 9mm
Tightening torque value (nom. / max.) 0.4/0.8 Nm
Widht (pitch) 5mm
Length 44 mm
Height mounted on TH35-7.5/TH35-15/G32 52/60/-mm
Insulation material p index (EN 60216-1) 130 °C
Plastic material Polyamide UL94V-0

Grey CBC.2-10/PT/GR (cod. CBO61GR)
Blue CBC.2-10/PT (Ex)i (cod. CBIO61)
Thickness 1.5 mm

Cross-comecton
Model A) PTC/2/... (cod. PTC02...)

Model B) PTP/2/... (cod. PTP02...)

Rated current carrying capacity IEC/ATEX 24A/21A

Cross-connection identification strip PTC/SP (cod. PTC0990)
Switchable cross " 0

Multiple cross-connection bar B

Shunting screw and sleeve (Standard / Exe) B

Protection cover B

Coloured partition plate

DFU/4/R (cod. DUO4R)

Cross-connection barrier

DFM/800 (cod. DF800) — DFM/900 (cod. DF900)

Test plug and socket ]
Modular test plug SDC/5 (cod. DC005) — SDC/5P (cod. DCO5P)
End section for modular test plug [

Polarizator for test plug

SDC/POL (cod. DCPOL)

Single marking tag

CNU/8/51 (cod. NU0851S)

Single marking tag for pitch insertion

CNU/8/51 (cod. NU0851S)

Warning plate

PRP/7/G (cod. PRP070G)

TH35 screw type

BT/3 (cod. BT003)

TH35 snap-fit type

BTO (cod. BT007)

TH35 and G32 snap-fit type

BTU (cod. BT005)

IEC 60715/TH35

PR/3/...

IEC 60715/G32

APPROVALS AND MARKINGS

& = W e 2= fE oo o
, Mo R R ME RS, W

Copyright © Cabur srl Sede legale Localita isola Grande, 45 — 17041 Altare (SV) - Italia — Tel. 019-589991 — Fax 019-58999233 — E-mail: info@cabur.it




CBCO2GR

Copyright © Cabur srl Sede legale Localita isola Grande, 45 — 17041 Altare (SV) - Italia — Tel. 019-589991 — Fax 019-58999233 — E-mail: info@cabur.it




