Lista sa podacima o proizvodima

Specifikacije

NG125 - prekida¢ - NG125N - 2P -
32A - C kriva

18625

Cena* bez PDV-a: 10.144,00 RSD

Osnovne informacije

Grupa proizvoda Acti 9
Ime proizvoda Acti 9 NG125
Tip proizvoda ili komponente Minijaturni prekida¢
Kratko ime uredaja NG125N
Primena uredaja Razvod elektriCne energije
Broj polova 2P
Broj zasti¢enih polova 2
[In] nazivna struja 32 Apri40°C
Tip mreze DC
AC
Tehnologija zastitne jedinice Termomagnetna
Kod krive C
Prekidna mo¢ 10 KA Icu pri 500 V AC 50/60 Hz u skladu sa EN/IEC 60947-2

20 KA lcu pri 440 V AC 50/60 Hz u skladu sa EN/IEC 60947-2

25 KA lcu pri 380...415 V AC 50/60 Hz u skladu sa EN/IEC 60947-2
50 kA lcu pri 220...240 V AC 50/60 Hz u skladu sa EN/IEC 60947-2
20 KA lcu pri <= 250 V DC u skladu sa EN/IEC 60947-2

Kategorija upotrebe Kategorija A u skladu sa IEC 60947-2
Pogodno za izolaciju Da u skladu sa IEC 60947-2
Standardi EN/IEC 60947-2

Dopunske informacije

Mrezna frekvencija 50/60 Hz

[ue] nazivni napon 380...415 V AC 50/60 Hz
500 V AC 50/60 Hz
220...240 V AC 50/60 Hz
440V AC 50/60 Hz
<=250VDC

Ogranicenje prekostrujne zastite 8xlIn

[ics] servisna prekidna mo¢ 37,5 kA 75 % u skladu sa EN/IEC 60947-2 - 220...240 V AC 50/60 Hz
18,75 kA 75 % u skladu sa EN/IEC 60947-2 - 380...415 V AC 50/60 Hz
15 kA 75 % u skladu sa EN/IEC 60947-2 - 440 V AC 50/60 Hz
7,5 kA 75 % u skladu sa EN/IEC 60947-2 - 500 V AC 50/60 Hz
25 kA 100 % u skladu sa EN/IEC 60947-2 - 250 V DC

[ui] nazivni napon izolacije 690 V AC 50/60 Hz u skladu sa EN/IEC 60947-2

[uimp] nazivni podnosivi impulsni 8 kV u skladu sa EN/IEC 60947-2
napon

Indikator pozicije kontakta Da

Sve cene koje su navedene u ovom cenovniku su informativne i neobavezujuce, bez PDV-a, iskljugivo u odnosu na ovlaséene
distributere kompanije Schneider Electric. Svi prikazi, opisi i tehnicke specifikacije i podaci u ovom cenovniku su podlozni promenama
od strane kompanije Schneider Electric bez prethodne najave.
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Odricanje odgovornosti: Ova dokumentacija nije namenjena kao zamena i ne treba je koristiti za utvrdivanje podobnosti ili pouzdanosti ovih proizvoda za odredene namene



Tip upravljanja

Rucni test okidanja
Rucica

Lokalna signalizacija

Indikator okidanja
ON/OFF ocitavanje

Nacin montiranja

Sistemom na klik

Pozicija montiranja rucice

Vertikalno

Nosaci za montazu

35 mm simetri¢na DIN Sina

Razvodni blok ¢esljaste sabirnice DA

9 mm redovi 6

Visina 103 mm
Dubina 81 mm
Sirina 54 mm

Masa proizvoda 0,48 kg
Mehanicka trajnost 20000 ciklusa

Elektriéna trajnost

10000 ciklusa

Priprema za zaklju¢avanje

Moze se zakljucati

opis opcija zaklju¢avanja

Integrisano zaklju¢avanje

Povezivanje - prikljuéci

Tunelski prikljuéci1,5...50 mm?2 kruti
Tunelski priklju¢ci1...35 mm? fleksibilni

Duzina ogoljenog dela zice

20 mm

Moment pritezanja

3,5N.m

Diferencijalna zastita

Okruzenje

Poseban blok

Ip stepen zastite

IP20 conforming to IEC 60529

Ik stepen zastite

IKO5 conforming to EN/IEC 62262

Stepen zaprljanosti

3 u skladu sa IEC 60947-2

Kategorija prenapona

[\

Tropikalizacija

2 u skladu sa IEC 60068-1

Relativna vlaznost

95 % pri 55 °C

Temperatura okoline za rad -30...70 °C
uredaja

Temperatura okoline za -40...70 °C
skladistenje

Pakovanje

Unit Type of Package 1 PCE
Number of Units in Package 1 1

Package 1 Height 5,800 cm
Package 1 Width 8,100 cm
Package 1 Length 10,900 cm
Package 1 Weight 475,000 g
Unit Type of Package 2 BB1
Number of Units in Package 2 6
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Package 2 Height 8,700 cm
Package 2 Width 11,700 cm
Package 2 Length 36,000 cm
Package 2 Weight 2,932 kg
Unit Type of Package 3 S03
Number of Units in Package 3 36
Package 3 Height 30,000 cm
Package 3 Width 30,000 cm
Package 3 Length 40,000 cm
Package 3 Weight 18,146 kg

Ugovorna garancija

Garancija
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D Environmental Data

Schneider Electric namerava da postigne nulti status do 2050. godine kroz
partnerstva sa lancem snabdevanja, materijale sa manjim uticajem i cirkularnost kroz
nasu tekucéu kampanju "Use Better, Use Longer, Use Again" za produzenje zivotnog
veka proizvoda i reciklaze.

Objasnjeni Environmental Data >

Kako procenjujemo odrzivost proizvoda >

J Ekoloski otisak

Emisija ugljenika (kg CO2 eq.) 52

Profil ekolosSke prihvatljivosti

Izjava o zastiti okoline

proizvoda
Use Better
< Materijali i pakovanje
Pakovanje sa recikliranim
Ne
kartonom
Pakovanje bez plastike Da
EU RoHS direktiva Usaglaseno sa izuzecima
: 282497db-b1ca-4¢c71-962c-
SCIP broj f8cdaBe058bf
Uredba REACh REACh deklaracija
Kina RoHS regulacija RoHS deklaracija za Kinu
Use Again

) Prepakovanje i prefabrikovanje

Informacije o kraju radnog
veka

Profil cirkularnosti
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Proizvod se mora odloziti na
:@: trzista Evropske unije nakon

WEEE posebnog sakupljanja otpada
== i nikada ne zavrsiti u kanti za
smece
Povracaj No
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