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2· For conductors 2,5 ÷ 6 mm
     

· Rated voltage 1500 VDC

· Rated input current 25 A / 40 A

· Standard MC4

· Protection class IP 68

· Easy disconnection without the
  use of tools

· Flying and panel version

Assembly key for connectors (pair) Crimping plier for connectors

MAP0000A40 MAP0001A40

white red / blue

1 pair 1

Order code

Color design

Package (pcs)

Type

flying version

panel version

Rated input current (A)

-40 ÷ +85

tinned copper tinned copper

11 10

PPE + PS PPE + PS

UL 94 V-0 standard, halogen free UL 94 V-0 standard, halogen free

20 / 20 / 62 20 / 20 / 59

-40 ÷ +85

8 8

10 10

3 3

25 A ( 2,5 ÷ 4 mm2) / 40 A (4 ÷ 6 mm2)

Photovoltaic 2,5-6mm2 male connector Photovoltaic 2,5-6mm2 female connector

black

50 / 300 50 / 300

EN 62852:2015 + A1:2020

Pollution degree

Material of the electroconductive part

Material of the insulating part

Flammability

Width / Height / Length (mm)

Weight (g)

Package (pcs)

Tested according standards

Temperature range (°C)

Order code
MAP1006B40 MAP2006B40

MAP1106B40 MAP2106B40

Rated voltage DC (V)

Rated impuls voltage (kV)

Rated insulation voltage(kV)

Conductor cross-section (mm2)

Color design

25 A ( 2,5 ÷ 4 mm2) / 40 A (4 ÷ 6 mm2)

1500 1500

2,5 ÷ 6 2,5 ÷ 6

black



Safety elements for
photovoltaic applications
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Modular fuse holders PMX type, 1000 V DC

Cylindrical fuse for photovoltaic applications

for cylindrical fuse link size 10x38 up to 32 A

size 10x38, up to 1000 V DC

Other fuses (1A ÷ 20 A) on request.

Type

without indicator

with indicator

Weight (g) 57 114

Package (pcs) 12 / 180 6 / 90

Tested according standards IEC/EN 60269-1, IEC/EN 60269-2

Pollution degree 3

Protection class IP 20

Rated impulse withstand voltage 6kV U imp

Temperature range (°C) -20 ÷ +70

Width / Height / Length (mm) 17,5 / 88,8 / 58 35 / 88,8 / 58

Rated current (A) 32

Rated voltage (V) 690 V AC / 1000 V DC

Maximum power dissipation (W) 4

Power dissipation per pole 80% In > 0,27W / 100% In > 0,43W

Utilization category as per EN 60947-3 690V > AC-21B / 1000V DC > DC-20B

1 -pole 2 -  pole

Order code
485150 485151

485152 485153

Conductor cross-section (mm2) 0,75 ÷ 16

Weight (g) 8

Package (pcs) 10 / 100

Tested according standards IEC/EN 60269-1; IEC/EN 60269-6

Order code 491625 491630

Rated voltage (V) DC 1000

Rated breaking capacity (kA) 30

Temperature range (°C) -40 ÷ +80

Type (Rated current) 12 A 16 A
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